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STANDARD SPECIFICATIONS
Add to Acme Door standard door specifications on 
page 4: Doors shall be “Energy Saver” model 
insulated rolling service doors as manufactured by 
Acme Rolling Steel Door Corporation-Ridgefield, NJ 
(800) 281-5680.

Curtains: Shall be constructed of interlocking cold roll 
formed galvanized steel slats front and back, 23/4" high 
x 3/4" thick enclosing Polyurethane foamed-in-place 
insulation with an over all U Factor of 0.187, R Value of 
7.9 as calculated according to ASHRAE formula.

Weatherstripping: “Energy Saver” insulated doors 
include “Air Seal” weatherstrip package, Neoprene 
hood baffle attached to inside of hood, continuous 
extruded vinyl snap-on weatherstripping at guides 
and neoprene loop astragal to ensure tight contact 
with the sill and minimize air infiltration around entire 
perimeter of door.

Operation: Doors to be chain hoist operated using gear 
reduction and galvanized handchain as standard.

Available Options: “Energy Saver” insulated doors 
options include electric motor operators, safety edge 
on bottom bars, vision lites, optional primed exterior 
curtains, galvanized guides, continuous endlocks, 
windlocks, high cycle springs, slide bolt or cylinder 
locking on bottom bars, wicket doors and special 
windload requirements.

See page 4 for specifications or consult factory.

CHAIN FACE OF WALL
Width to Height to A B C

UP TO 8'-0" UP TO 7'-6" 6-1/2" 7-1/2" 1'-3"

8'-0" -14'-0" 7'-6"-12'-0" 7" 8" 1'-5"

14'-0"-18'-0" 12'-0"-16'-0" 7-1/2" 10" 1'-7"

18'-0"-25'-0" 16'-0"-19'-0" 8-1/2" 11" 1'-9"

MOTOR FACE OF WALL
Width to Height to A B C

UP TO 8'-0" UP TO 7'-6" 6-1/2" 8" 1'-3"

8'-0"-10'-0" 7'-6"-12'-0" 7" 9" 1'-5"

10'-0"-16'-0" 12'-0"-16'-0" 7-1/2" 10" 1'-7"

16'-0"-18'-0" 16'-0"-19'-0" 8-1/2" 11" 1'-9"

18'-0"-22'-0" 19'-0"-22'-0" 9" 12" 1'-10"

22'-0"-25'-0" 22'-0"-26'-0" 10" 1'-8" 2'-0"

3"" 3""


